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Cone Crushers 

HCU 

 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 1.  Main Shaft   7.   Footstep Bearing 

 2.  Crushing Cone   8.   Hydraulic Cylinder 

 3.  Crushing Shell 9.   Countershaft 

 4.  Head Centre 10. Gear Set 

 5.  Shell Body 11. Frame 

 6.  Eccentric Bush 12. Upper Bearing 

  

HCU Series Cone Crusher Construction 



Capacity Table 

 

Crusher Model HCU 7 HCU 7 S HCU 9 S HCU 10 HCU 12 HCU 12 S 

Feed Size [mm] 35 65 100 160 200 250 65 90 150 220 65 100 160 340 

Capacity 

[mtph] 
30 - 170 80 - 180 140 - 300 90 - 350 110 - 400 270 - 550 

 
 



Comparison of Crushing Chambers 
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 1 set Crushing Unit with Cone Crusher HCU 7 

  
01 1 Cone Crusher 

Model Name:  HCU 7 

Max. Feed Size: 35, 65, 100, 160 mm 

CSS Range: 4 – 35 mm 

Capacity: 30 – 170 t/h 

Weight: 5 050 kg  
02 1 Drive 90 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:  1 700 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

HCU 7 

HCU 7 А B C D E F G 

mm 2550 1400 1050 2330 240 1910 420 
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 1 set Crushing Unit with Cone Crusher HCU 7 S 

  
01 1 Cone Crusher 

Model Name:  HCU 7 S 

Max. Feed Size: 200 mm 

CSS Range: 20 – 35 mm 

Capacity: 80 – 180 t/h 

Weight: 4 860 kg  
02 1 Drive 90 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:   1 700 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

HCU 7 S 

HCU 7 S А B C D E F G 

mm 2550 1400 1055 2260 240 1840 420 
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 1 set Crushing Unit with Cone Crusher HCU 9 S  

  
01 1 Cone Crusher 

Model Name:  HCU 9 S 

Max. Feed Size: 250 mm 

CSS Range: 25 – 50 mm 

Capacity: 140 – 300 t/h 

Weight: 9 920 kg  
02 1 Drive 132 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:   2 360 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

HCU 9 S 

HCU 9 S А B C D E F G 

mm 3000 1750 1210 2890 260 2320 570 
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 1 set Crushing Unit with Cone Crusher HCU 10 

  

01 1 Cone Crusher 

Model Name:  HCU 10 

Max. Feed Size: 65, 90, 150, 220 mm 

CSS Range: 8 – 50 mm 

Capacity: 90 – 350 t/h 

Weight: 12 400 kg  
02 1 Drive 160 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:   2 500 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

HCU 10 

HCU 10 А B C D E F G 

mm 3000 1750 1400 2820 260 2230 590 
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 1 set Crushing Unit with Cone Crusher HCU 12 

  

01 1 Cone Crusher 

Model Name:  HCU 12 

Max. Feed Size: 65, 100, 160 mm 

CSS Range: 9 – 45 mm 

Capacity: 110 – 400 t/h 

Weight: 19 900 kg  
02 1 Drive 200 - 250 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:  3 660 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HCU 12 

HCU 12 А B C D E F G 

mm 3600 2180 1570 3630 320 2930 700 
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 1 set Crushing Unit with Cone Crusher HCU 12 S  

  

01 1 Cone Crusher 

Model Name:  HCU 12 S 

Max. Feed Size: 340 mm 

CSS Range: 25 – 63 mm 

Capacity: 270 – 550 t/h 

Weight: 20 950 kg  
02 1 Drive 200 - 250 kW, incl. Electric Motor, 

Drive Pulley, V-Belts, Tension Screws and Drive Cover 

Weight:  4 240 kg  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

HCU 12 S 

HCU 12 S А B C D E F G 

mm 3600 2180 1920 3880 320 3180 700 
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Accessory Equipment 
 
 
 

           I.              IX.  
 

 

 

 

 

 

    II.                    VIII. 

                     
 

 

 

 

III. 
 

                      VII. 

 
 

 

 

 IV.                 VI. 
 

 

                   V. 

             

I. Control and power switch-board 

II. Supporting steel structure under the crusher 

III. 
Pressurized dustproof protection for crusher and oil tank (blower, filter), 

4 pcs of rubber dampers for crusher installation 

IV. Hydraulic and lubrication unit 

V. Automatic grease lubrication 

VI. Main drive 

VII. 
Main frame is connected to the crusher and to main drive. 

It includes drive pulley, V-belts, drive cover and discharge chute. 

VIII. Control unit with panel view 

IX. Crusher Feeding Hopper 
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Assembled Crushing Unit 
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Portable Feeding Hoppers with Vibrating Feeder VPL 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



                        DSP Přerov, spol. s r.o. 

 

Semimobile Crushing Unit on Skids 
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Mobile Crushing Unit on Wheels 
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Mobile Crushing Unit on Crawlers 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


