
 

 

 

Jaw Crushers DCD 
Double Toggle Jaw Crushers 
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 1.  Jawstock 7. Toggle Plate 

 2.  Flywheel 8. Movable Jaw 

 3.  Eccentric Shaft 9. Fixed Jaw 

 4.  Pitman 10. Side Liners 

 5.  Back Face 11. Tension Rod Assembly 

 6.  Toggle Seat 12. Front Face 

 

DCD Series Jaw Crusher Construction 
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 1 set Crushing Unit with Jaw Crusher  DCD 500 x 400 

  
01 1 Double Toggle Jaw Crusher 

Model Name:  DCD 500 x 400 
Max. Feed Size: 300 x 400 mm 
CSS Range: 32 – 80 mm 
Size of Grains: about 80 % < 1,5 times CSS range 
Capacity: depending on the CSS range  
Drive 30 kW, incl. Electric Motor, Drive Pulley, 
V-Belts, Tension Screws and Drive Cover 
Weight (incl. Drive):    4 225 kg 

 
 
 
 
 
 
 
 
 
 

    
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

DCD 500 x 400 

DCD 500 x 400 А B C D E F 

mm 1830 1090 1325 Ø 740 840 1600 
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 1 set Crushing Unit with Jaw Crusher  DCD 540 x 400 R 

  
01 1 Double Toggle Jaw Crusher 

Model Name:  DCD 540 x 400 R 
Max. Feed Size: 300 x 400 mm 
CSS Range: 10 – 60 mm 
Size of Grains: about 80 % < 1,5 times CSS range 
 (0-20 mm) 
Capacity:   5-6 m3/h for CSS Range 12 mm 
Drive 30 kW, incl. Electric Motor, Drive Pulley, 
V-Belts, Tension Screws and Drive Cover 
Weight (incl. Drive):    4 265 kg  

    
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

DCD 540 x 400 R 

DCD 540 x 400 R А B C D E F 

mm 1830 1090 1325 Ø 740 840 1600 
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 1 set Crushing Unit with Jaw Crusher  DCD 1000 x 700 R  

 
01 1 Double Toggle Jaw Crusher 

Model Name:  DCD 1000 x 700 R 
Max. Feed Size: 800 x 550 x 550 mm 
CSS Range: 50 - 130 mm 
Capacity:   45 - 125 m3/h 
Proposed CSS Range: 60 mm 
Capacity for recommended CSS: 80 tons/h 
Drive 55 kW, incl. Electric Motor, Drive Pulley, 
V-Belts, Tension Screws and Drive Cover 
Weight (incl. Drive):    19 860 kg 

 
 
 
 
 
 
 
 
 
 
 

    
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

DCD 1000 x 700 R 

DCD 1000 x 700 R А B C D E F 

mm 3180 2000 2400 Ø1220 1410 2800 


