
 

 

 

Jaw Crushers DC 
Single Toggle Jaw Crushers 
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 1.  Main Frame 8. Back Face 

 2.  Jawstock 9. Eccentric Shaft 

 3.  Flywheel      10.  Side Liners 

 4.  Tension Rod Assembly    11.  Movable Jaw 

 5.  Toggle Plate      12.  Fixed Jaw 

 6.  Toggle Seats      13.  Front Face  

 7.  Safety Cover 

 

DC Series Jaw Crusher Construction 
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Capacity Table 
 

 
Closed Side 
Setting CSS 

[mm] 
 

Crusher Model 

DC 75 x 50 
DC 75 x 50 t DC 95 x 70 DC 105 x 80 

DC 105 x 80 S DC 110 x 70 R DC 115 x 85 
DC 115 x 85 S 

DC 130 x 105 
DC 130 x 105 S 

[ mtph ] 

10 

   

 
   

20 25 - 45      

30 35 - 55      

40 45 - 65      

50 55 - 75 80 - 120     

75 65 - 90 105 - 170 140 - 190 130 - 185 160 - 205  

100  135 - 215 185 - 250 160 - 250 200 - 260  

125  160 - 255 220 - 300 195 - 310 250 - 335 265 – 365 

150  190 - 300 270 - 370 230 - 370 300 - 400 360 - 470 

175   300 - 400 265 - 410 360 - 475 410 - 535 

200        415 - 545 460 - 600  

225     455 - 600 510 - 660 

250     480 - 640 565 - 720 

275      615 - 780 

300       

  
The values stated in the table above are indicative and based on the crushing process of dry blasted granite with a bulk 
density of 1600 kg/m3 continuously fed into the crusher. The lower values of the capacity are set for a feed from which 
the material smaller than the actual crusher’s CSS has been separated by screening. The higher values are set for a feed 
with the fine material. 
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 1 set Crushing Unit with Jaw Crusher DC 75 x 50 

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 75 x 50 
Max. Feed Size: 430 mm 
CSS Range: 20 – 80 mm 
Capacity: 15,5 - 58 m3/h 
Weight: 6 600 kg  

02 1 Drive 30 - 45 kW, incl. Electric Motor, Drive Pulley, 
V-Belts, Tension Screws and Drive Cover 
Weight:  850 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

DC 75 x 50 

DC 75 x 50 А B C D E F G 

mm 2120 1500 1830 Ø 970 1160 1195 1550 
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 1 set Crushing Unit with Jaw Crusher DC 75 x 50 t 

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 75 x 50 t 
Max. Feed Size: 650 x 450 x 450 mm 
CSS Range: 20 – 80 mm 
Capacity: 15,5 - 58 m3/h 
Weight: 7 100 kg  

02 1 Drive 55 kW, incl. Electric Motor, Drive Pulley, 
V-Belts, Tension Screws and Drive Cover 
Weight:   950 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

DC 75 x 50 t 

DC 75 x 50 t А B C D E F G 

mm 2120 1500 1830 Ø 970 1160 1195 1550 
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 1 set Crushing Unit with Jaw Crusher DC 95 x 70  

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 95 x 70 
Max. Feed Size: 750 x 540 x 540 mm 
CSS Range: 50 – 165 mm 
Capacity: 50 - 200 m3/h 
Weight: 13 800 kg  

02 1 Drive 90 - 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:   1 820 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

DC 95 x 70 

DC 95 x 70 А B C D E F G 

mm 2570 1800 2470 Ø1400 1390 1590 1830 



                        DSP Přerov, spol. s r.o. 
 

 
 
 1 set Crushing Unit with Jaw Crusher DC 105 x 80 

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 105 x 80 
Max. Feed Size: 880 x 550 x 550 mm 
CSS Range: 70 – 180 mm 
Capacity: 80 - 250 m3/h 
Weight: 21 000 kg  

02 1 Drive 90 - 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:   1 950 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 

DC 105 x 80 

DC 105 x 80 А B C D E F G 

mm 3100 2105 2590 Ø1470 1800 1855 2250 
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 1 set Crushing Unit with Jaw Crusher DC 105 x 80 S 

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 105 x 80 S 
Max. Feed Size: 880 x 550 x 550 mm 
CSS Range: 70 – 180 mm 
Capacity: 80 - 250 m3/h 
Weight: 19 950 kg  

02 1 Drive 90 - 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:  1 850 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DC 105 x 80 S 

DC 105 x 80 S А B C D E F G 

mm 3060 2105 2590 Ø1470 1800 1590 2250 
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 1 set Crushing Unit with Jaw Crusher DC 110 x 70 R  

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 110 x 70 R 
Max. Feed Size: 880 x 540 x 540 mm 
CSS Range: 70 – 180 mm 
Capacity: 80 - 260 m3/h 
Weight: 14 190 kg  

02 1 Drive 90 - 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:  1 710 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 

DC 110 x 70 R 

DC 110 x 70 R А B C D E F G 

mm 2645 1950 2400 Ø1400 1540 1300 1810 
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 1 set Crushing Unit with Jaw Crusher DC 115 x 85  

 
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 115 x 85 
Max. Feed Size: 1000 x 800 x 750 mm 
CSS Range: 80 – 250 mm 
Capacity: 100 - 400 m3/h 
Weight: 29 000 kg  

02 1 Drive 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:  2 240 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

DC 115 x 85 

DC 115 x 85 А B C D E F G 

mm 3500 2350 3290 Ø1600 1930 2260 2500 
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 1 set Crushing Unit with Jaw Crusher DC 115 x 85 S 

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 115 x 85 S 
Max. Feed Size: 1000 x 800 x 750 mm 
CSS Range: 80 – 250 mm 
Capacity: 100 - 400 m3/h 
Weight: 27 155 kg  

02 1 Drive 110 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:  2 090 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

DC 115 x 85 S 

DC 115 x 85 S А B C D E F G 

mm 3455 2350 3290 Ø1600 1910 1825 2500 
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 1 set Crushing Unit with Jaw Crusher DC 130 x 105 

   
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 130 x 105 
Max. Feed Size: 1100 x 1000 x 950 mm 
CSS Range: 120 – 260 mm 
Capacity: 150 - 450 m3/h 
Weight: 46 700 kg  

02 1 Drive 160 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:  2 500 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

DC 130 x 105 

DC 130 x 105 А B C D E F G 

mm 3880 2595 3885 Ø1925 2210 2640 2745 
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 1 set Crushing Unit with Jaw Crusher DC 130x105 S  

  
01 1 Single Toggle Jaw Crusher 

Model Name:  DC 130 x 105 S 
Max. Feed Size: 1100 x 1000 x 950 mm 
CSS Range: 120 – 260 mm 
Capacity: 150 - 450 m3/h 
Weight: 44 000 kg  

02 1 Drive 160 kW, incl. Electric Motor, 
Drive Pulley, V-Belts, Tension Screws and Drive Cover 
Weight:   2 500 kg  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DC 130 x 105 S 

DC 130 x 105 S А B C D E F G 

mm 3820 2595 3885 Ø1925 2210 2215 2705 
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Accessory Equipment 
 
 
 
 
 
 
 
 I.           V. 
 
 
 
 
 
 
 
 II.               IV. 
 
 
 
 
 
 
 
 
               III. 
 
 
 
 

I. 
Drive, incl. Electric Motor, 
Drive Pulley, V-Belts, Belt Tensioners, Drive Cover, Connecting and 
Anchoring Material 

II. Supporting Steel Structure 

III. Automatic Lubrication of the Bearings, 24 V 

IV. 
Discharge chutes into & from the crusher onto 
a belt conveyor, welded from wear resistant steel plates, reinforced, 
including connecting and sealing elements. 

V. Hydraulic Setting of CSS 
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Assembled Crushing Unit 
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Semimobile Crushing Unit on Skids 
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Mobile Crushing Unit on Crawlers 
 
 
 
 
 
 
 
 


