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Type mark
C
TunoBoe 0603Ha4YeHue

VPTooxd0o | 4210 | 800 | 1610 | o5 | 125 | 2820 | 1110 | 00 |

Vibrating feeders VPT Bub6pauuoHHbie nutatenu VPT

2V/PT feeders are used for discharging and
feeding of an even volume of non-sticking, bulk
materials from a hopper or a silo into the
crushers, grinding..plants or screening
equipment, conveying transportation etc.

5} iS"driventby two vibrating motors.
To ch feeding amount, adjust the
unbalanced weights of the vibrating motors or
change the frequency by the frequency
convener.

Many advantages:

Minimum operation cost

unification of parts.

Easy exchange of the armouring.

Typs mark VPT 50x350 | VPT 80x400 | VPT 100x400 | VPT 120x300 | VPT 120x400
TunoBoe o603HavYeHue

S, which results from the
balanced machine design, utilization of many
years' of vibrating feeder operation experience and

Mutatenu VPT npegHasHayeHbl AN oTrnpaBKuy
N KOMMMYECTBEHHO perynapHoW nogayu
HecnunarwLLmMxca MaTtepuaroB U3 3arpy304HbIX
UNn ypaBHUTENbHbIX OYHKEPOB B ApOGUIKY,
MerbHULbI, B COPTUPOBOYHbLIE YCTaHOBKW, Ha
FNIEHTOYHbIE KOHBENEPDI U T.M.

PerynupoBka nogaBaemMoro KonmyecTea
mMaTepvana npoBOAUTCS YCTaHOBKOM
AncbanaHcoB BubpoaBuratenen unu
M3MEHEHUEM YacToTbl 4aCTOTHOIO
npeobpasoBarens.

MHorve npeumylLiecTsa:

MwuHumarnbHble 3KcnlyatauMoOHHbIE PACXOAbl,
JocturaemMble briarogapsi KOHETpyKUumuy'arperara,
MCMOmnb30BaHUIO OrbiTa JKCrflyaTtaLmu rpoxoTos
W yHUdMKaumm getanen.

[MpocTtasa 3ameHa BpoHen.

Moassenoe xonms “
I'IoAaBaeMoe Konn4yecrtBo

Els paivar: Inpus 2x35 2x45 2x6,5 2x 45 2x13
MowHocTb
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