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Type TD12H-E  -  TD14H-E

Field of application Tunnelling locomotive

Total weight in service order 12 - 14 t

Tractive effort 15 kN (HFC) / 20 kN (HLP)

Speed 15 km/h

Transmission Hydostatic drive

Engine KHD BF4M1012

Engine output 62 kW

Length without buffers 4900 mm

Total width 900 mm

Total height 1780 mm

Gauge exactness 400 - 750 mm

Axis-center distance 1350 mm

Axis 2

Wheel diameter 600 mm

Number of driver´s cabs 2

Coupling System Steinfurth, BRÄUTIGAM GROUP, others on request

Exhaust system Catalyzer with downstream sound absorber

Control Hydraulic control lever with dead man switch

Lighting 24V

Monitoring Elecronic with digital Data Transfer

Service break Hydostatic break via traction drive

Emergency break Hydraulic spring-operated mechanical block break 

Control lever Hydraulic control lever at Typ TD12H, electronic 
control lever at Typ TD12H-E

Dead man switch Integrated in control lever

Automatic safety device optional

TECHNICAL SPECIFICATIONS

Bräutigam Gear & Mining Tech GmbH & Co. • Am Schürmannshütt 8-18 • 47441 Moers Germany • Telefon 00492841790228 • Email: info@braeutigam-group.com
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 DIESEL TUNNELLING LOCOMOTIVES 
 (TD12H-E - TD14H-E)
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